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1. ALLOW FOR REFLECTOR BUTTONS ON BARRICADE POST.

2. POST SHALL RECEIVE TWO COATS OF ALUMINUM PAINT.

TYPICAL SIDEWALK BRIDGE &

SIDEWALK PIPE RAILING SECTION

SCALE : 1" = 2

SECTION A-A

SCALE : 1" =

10"

| -
l ——1 3/4 | 6 1/2 —-|1 3/4" |a—
% A
o 3 DIA
- - - PIPE ;7 ==~ e e —~
—C N O N A »

/t
71
v

I ~
J \_v

)

— |1 3/4

4 - 5 /8" DIA. DOWEL BARS BUTT
WELDED TO BOTTOM OF PLATE

3” DIA. PIPE

LN
T \__/\‘ 1 /}__/
| . BUTT WELD _|

5 /16" THICK
’__ VARIES
e

i | Fo
‘ > = !
SN /'/ Y ) 9

- — N 4

VARIES

N

DIA. 90° ELBOW

DETAIL OF 90°

e
L

\\ \\ TOTAL LENGTH OF BAR \
CENTER IN SLAB FOR SLABS

TO BE 30 DIAMETERS
/— FOR VERTICAL WALLS

@1” B

3" DIA. DOUBLE - EXTRA STRONG
|« POST OR 4" DIA. STANDARD PIPE

WELDING ELBOWS

PIPE ANCHORAGE DETAILS

SCALE : 1" = 3

* A NEAT END SECTION, SATISFACTORY TO
THE ENGINEER, FROM SUBMITTED SHOP
DRAWINGS, MAY BE USED IN LIEU OF THE

90° WELDING ELBOW SHOWN.

SCALE : 1" =
ELEVATED SIDEWALK & DROP CURB
DETAILS FOR_DRAINAGE CHANNELS
SCALE : 1" = 2
N VARIES VARIES VARIES 1 |
A
3 10 - 0" NN 50 RETARD DETAILS N [ T m

—
‘ i A
A

—

3,000 P.S.I. CONCRETE

SECTION A

BOTH WAYS

- A

SCALE : 1" =

21

NOTE : RETARD TO BE CARRIED TO THE
TOP OF DESIGN CHANNEL SECTION

DEPTH AS
REQUIRED

NO.4 BARS @ 12" O.C.

SECTION B

B

SCALE :1" = 2

* FLOW LINE
R .. ‘t. ". .“ ; ~‘ '--‘ '..- ..- ;. L
n=n=n=n=i ¥

LENGTH

3 :1 SLOPE

MINIMUM LENGTH

5 x CRITICAL DEPTH
= 10

ISOMETRIC

VIEW

SCALE :1" = &

10’ MINIMUM
DIRECTION
OF FLOW

—
i
|
|
|
e

PLAN VIEW

SCALE :1" = &

JANUARY 2005

STANDARD PLANS
CITY OF SAN ANTONIO, TEXAS
DEPARTMENT OF PUBLIC WORKS

ELEVATED SIDEWALK & RETARD
STANDARDS




